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CODICE / CODE TECHNICAL DOCUMENTO / DOCUMENT
TOS5D n.FO 5(n°ribbonx AW)T/E SPECIFICATION slotted coreribbon 24, 48
&96 -e air blown

SLOTTED CORE RIBBON CABLES FOR AIR BLOWING - 96, 48 and 24 Optical Fibers — Slotted Core with 4 fibers
Ribbon type, W/B bedding and PE outer jacket.
Cables suitable for Air or water blowing in pipes.

Example of 96 fiber cable.

FRP Central Element

Slotted Core

4 fihers RIBBOM

W/HE Bedding

PE Outer Sheat

For the 96 fibers 4 caves with 5 ribbon tape inside + 1 cave with 4 ribbons inside;
For the 48 fibers 2 caves with 5 ribbon tapes inside + 1 cave with 2 ribbon tapes inside.
For the 2 fibers 1 caves with 5 ribbon tapes inside + 1 cave with 1 ribbon tape inside.

COLOUR CODE FOR THE RIBBONS INSIDE THE CAVES

N° Ribbon Fibres colour
1 Red — White — White - Violet
2 Verde — White — White — Violet
3 Yellow — White — White - Violet
4 Brown — White — White — Violet
5 Black — White — White — Violet

COLOUR CODE FOR THE CAVES
On the top of two caves are placed two stripes as follow:

Red for the Pilot cave;
Yellow for the direction cave.

Other colours or standards may be applied under agreement.
OUTER MARKING

Example for a 96 fibers cable
+ TRATOS + TOS5D 96 4(5X4SMR)+1(4X4SMR)T/E — Lot — Year — Metrical marking.
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MECHANICAL CHARACTERISTICS

TEST NORMA DI RIF. VALORE NOMINALE
96 fiber 48 fiber 24 Fiber
Nominal outer diameter (mm) - 14,0 14,0 14,0
Cables Peso stimato del cavo (kg)mt) - 170 168 160
Minimum bending radi mm 15 x diameter [ 15 x diameter 15x
inimum bending radius (mm) x diamete x diamete diameter
Max pulling force ME‘II\'IIi%gIZC))OSO()l
Permanent IEC 60794-1-2 1.500 N 1.500 N 1.500 N
Installation el 2.000N 2.000N 2.000N
' METHOD E1A e B
METHOD
Crush (N/10cm) EN 187000 605 3.000 3.000 3.000
IEC 60794-1-2F5B
METHOD
Impact test (N.m) EN187000 505 <5 <5 <5
IEC 60794-1-2E4
Temperature range IEECNG:CL)%S,O{)SISSB -30 +70 °C -30+70°C | -30 +70 °C
Water penetration EN 187000 605 No failure No failure No failure
3 m cble / Imt water x 24 ohours IEC 60794-1-2F5 u u u
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